
DATA
ITEM NO. 10184
DIMENSION RM 35 L 160 mm x W 125 mm x H 97 mm
DISPLAY 1.5“ LCD display (with backlight)
CABLE Ø from Ø 2 mm - 32 mm
UNIT OF MEASUREMENT meters/feet
POWER SOURCE Lithium Ion battery - continuous operation 100 hrs.

(without lighting)

CALIBRATABLE Yes according to Module F - Individual serial number 
Validity: see RM35 rear calibration sticker

PROTECTION RATING IP 44
WEIGHT RM 35 0,95 kg
TOTAL WEIGHT 3,64 kg (RM35 + accessories + system case)
EAN-CODE 9120045476583

The RM35 - calibrated is a digital cable length measuring device which can be 
used to precisely measure cables, single conductors, ropes, pipes or hoses with 
a diameter of Ø 2 mm to Ø 32 mm. It is splashwater resitant- and dust resistant, 
extremely shock-resistant and thus ideally suited for the jobsite. The RM35 has 2 
totalling buttons which can be used to add up the measured values as you work. 
A countdown function is also included, which can be used to measure predeter-
mined cable lengths. The RM35 is equipped with a lithium-ion battery that has an 
extremely long runtime (100 hrs. continuous operation without backlighting). The 
battery can be charge using the integrated USB-C charging socket. The RM35 
is perfectly stowed in the RUNPOTEC system case, which is also compatible with 
Sortimo cases. The RM35 can be easily connected to the XB 300, XB 500 or XB 500 
T cable roller system via the supplied belt and clip system. The belt length can 
be adjusted from 750 mm to 1200 mm. Alternatively, this belt can also be fixed to 
the connecting pad, thereby offering a fixation option for all conventional rolling 
systems. 
Calibrated: a detailed description of the calibration can be found in the data sheet 
with the sample page of the calibration certification (certificate of conformity) 

Scope of supply: 1 x RM35  test according to MODUL F, 1 x Certificate of conformi-
ty, 1 x belt with clip system 1200 mm, 1 x anchor pad, 1 x mounting plate system 
case, 2 x guide jaws grey (Ø 12 mm / 18 mm), 2 x guide jaws red (Ø 6 mm / 24 
mm), 1 x USB-C charging cable, 1 x mains plug,  1 x RUNPOTEC system case

DESCRIPTION

Scope of delivery – RM35 including extensive 
accessories (Item no. 10172, 10184, 11143)

Suitable unwinding systems:
XBOARD XB 500 T, XB 500, XB300
Item no. 10187 / 10136 / 10137

PRO 530 | PRO 670  
Cable drum roller
Item no. 10134 / 10135

RUNPOLIFTER 4500
L1150 - Item no. 10162
L1350 - Item no. 10163
L1600 - Item no. 10164

INFORMATION

RM35 CALIBRATED  Digital cable length measuring device
Versatile for cables with Ø 2 mm to 32 mm
Item no.: 10184

DATA SHEET

Application examples
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A 	 RM35 Digital cable length measuring device
B 	 RUNPOTEC system case with case insert for RM35
C 	 Mountingplate RM35
D 	 Mountingplate system case
E 	 Belt with clip-system
F 	 Connecting pad
G 	 Multi jaws RM35 – round
H 	 Guide jaws RM35
I 	 USB-C charger cable

RM35 with belt and clip system 
connected to GF4.5 fiberglass rod

RM35 with RUNPOLIFTER L1600 
and 3 x 35 mm² cable

RM35 with belt and clip system 
connected to XBOARD XB 500

ADVANTAGES
● Suitable for construction sites

Splash water & dust protected
Impact and breakage protected

● For versatile use with cables of
Ø 2 mm - 32 mm, single conductors,
ropes, pipes

● Compatible with all unwinding
systems

● Calibratable
● For measuring lengths with cable

pulling systems
● Easy to use

Totalling function
Countdown function with signal

COMPATIBLE

RUNPOTEC system case 
inside viewCALIBRATED
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RM35

VIDEO

Click here Video

https://www.runpotec.com/en/products/detail/rm35-cable-length-measuring-device-calibrated
https://www.runpotec.com/en/products/detail/xb500
https://www.runpotec.com/en/products/detail/PRO530-cable-drum-roller
https://www.runpotec.com/en/products/detail/runpolifter-4500
https://www.runpotec.com/en/Videos/rm35-cable-length-measuring-device


RUNPOTEC SYSTEM CASE  RM35
With case insert for RM35 digital cable length measuring device
Item no.: 20708

DATA SHEET
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Application image with RM35
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DATA

ITEM NO. 20708

CASE DIMENSIONS EXTERIOR W 405 mm | L 440 mm | H 136 mm

SUITABLE FOR RM35 Digital cable length measuring device

MATERIAL PP plastic │knock and impact proof

WEIGHT 1,78 kg

EAN-CODE 9120045475340

The RUNPOTEC Systemcase with case insert for RM35 is perfect for storing and 
transporting the RM35 Digital cable length measuring device including acces-
sories. One advantage is the fast click system, which allows the boxes to be 
connected to each other without effort and disconnected again at the push of 
a button. The boxes are easily stackable thanks to the quick click system. 
The W-BOXX can be seamlessly integrated into the Sortimo Globelyst system.
The high-quality and lightweight W-BOXX made of PP plastic is impact and 
shock resistant and splash-proof.

Scope of supply: 1 x system case with RM35 case insert (without contents)

DESCRIPTION

ADVANTAGES

Use with:
RM35 Digital cable length
measuring device
Item no. 10172

Other system cases with inserts:

System case for RC2
Item no. 20612

UNIVERSAL system case
Item no. 20613

System case for RT 2008
Art.Nr.: 20611

INFORMATION

● Stackable with click system
Simple and quick connection and
disconnection of the boxes

● Sortimo® compatible
● PP plastic

Impact and shock proof

● Splash proof
● Lightweight

RM35

VIDEO

Click here Video
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https://www.runpotec.com/en/products/detail/system-case-rm35
https://www.runpotec.com/en/products/detail/rm35-cable-length-measuring-device
https://www.runpotec.com/en/products/detail/system-case-RC2
https://www.runpotec.com/en/products/detail/system-case-universal
https://www.runpotec.com/en/products/detail/system-case-rt-2008
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bev.gv.at 

Bundesamt für Eich- und Vermessungswesen 
Notifizierte Stelle NB 0445 

notifizierte.stelle@bev.gv.at  
+43 1 211 10-826361 
Fax +43 1 211 10-82996000 
Arltgasse 35, 1160 Wien, Österreich 

Konformitätsbescheinigung 
 

  
Auftragsnummer:  T21-1517/2  

 

Certificate of conformity notified body, identification number 0445 
 

Die Übereinstimmung der Geräte zur Messung von Längen und ihrer Kombination 
(Längenmessgeräte) , Genauigkeitsklasse III 
The conformity of the dimensional measuring instrument, accuracy class III 
 
 
 

Hersteller RUNPOTEC GmbH mit den Anforderungen der 
EU-Richtlinie 2014/32/EU in 
der geltenden Fassung und 
der EU 
Baumusterprüfbescheinigung 
wurde durch Prüfungen und 
Versuche nach OIML R66 
Edition 1985 (E) Length 
measuring instruments und 
der EU 
Baumusterprüfbescheinigung 
festgestellt. 
with the requirements of Council 
Directive 2014/32/EU as amended 
and the EU type examination 
certificate was established by 
examinations and tests referred to 
in OIML R66 Edition 1985 (E) 
Length measuring instruments and 
the EU type examination 
certificate. 

Manufacturer Irlachstraße 31 
 5303 Thalgau 
 Österreich 

 
Bauart 

 
RM35 

Type 
 
 
Nr. der Baumusterprüfbescheinigung 

 
A 0445/2020-0.752.468/2021 

No of EU type examination 
certificate 
 
 
Herstellungsnummer 

 
E1001021, E1001121, E1001221, 
E1001321, E1001421, E1001521 
E1001621, E1001721, E1001821 
E1001921 

Serial number 
 

 

Die  qualifizierte elektronische  Signatur ist laut Signaturengesetz einer eigenhändigen Unterschrift gleichwertig (Bundesgesetz über 
elektronische Signaturen und Vertrauensdienste für elektronische Transaktionen – Signatur – und Vertrauensdienstgesetz – SVG,  
BGBl. I Nr. 50/2016, in der geltenden Fassung). 
 
 
 
 
 
 
 
 

Freigabe erfolgte durch WONASCHÜTZ Anna

Elektronische Amtssignatur
Official Electronic Signature

Signaturwert / Signature Value

i0ZDwQL5U/5BIx7Da0Cbi4Wz6Kxn0Q8KI84n9c7KbO3CYV7BOLX3ly2TUNoL+wZRZs6QyyP7RFljc80if1pQ
ybD89HnTWMy1dCIfLyIsaN9LGK5tcaUNmOTKXyEcDCmHUKMNIJV2d+D4aPmvxhur7TxOaYlDkDaLfZ/0nFCj
6Npfx0CqW+MmDH1Zk/HnjCBF6RV5kPFv7ymz7OMFsRC2TVv6C8nNcWKNsKWQdvznznksHhAbwGv/5TWBe+B5
Zod4kYnplR5DAZfYfDoFxc/2qCddX1K/1wz5jWUgoT4utMQ0K5NabSUi9u0m8qcdD9bRt8YmnaczLFfGu+sw
E2sq+g==                

Unterzeichner / Signatory Notifizierte Stelle NB 0445 / Notified Body NB 0445

Datum und Zeit / Date and Time 2021-10-05T15:15:47+02:00                            
                 

Zertifikat-Aussteller / Certificate Issuer
CN=a-sign-corporate-light-03,OU=a-sign-corporate-    
light-03,O=A-Trust Ges. f. Sicherheitssysteme im     
elektr. Datenverkehr GmbH,C=AT              

Serien-Nr. / Serial No. 1906624897                                           
                 

Prüfinformation
-

Verification Information

Informationen zur Prüfung der elektronischen Signatur und des Ausdrucks finden Sie unter: https://www.bev.gv.at/amtssignatur 
-
Information about the verification of the electronic signature and the printout can be found at: https://www.bev.gv.at/amtssignatur 

Hinweis
-

Note

Dieses Dokument wurde amtssigniert.
-
This document was signed with an official electronic signature.


