DATA SHEET

SPECIAL GLUE 3G GUNPDTEC@

for fibergloss rod @ 3mm, 4,5 mm and 6 mm STRONGEST CABLE PULLING TOOLS
ltfem no.: 30050

Anwendungsbilder:

Click here
Productinformation

DATEN ADVANTAGES

ITEM NO. 30050 e Very high yield
WEIGHT 0.0072 kg e Forrepairing fibreglass rods
CONTENT 3g . . I
e Fast solution - dries within

DIMENSION H 60 mm x DM 21 mm .

. i ' X 10 minutes

Single-component adhesive based on cyanoacrylic acid
MIXTURES

alkyl ester
VOC CONTENT 2%
EAN-CODE 9120045472240

DESCRIPTION INFORMATION

The special adhesive has been specially developed to quickly and reliably
repair glass fiber rods with diameters of 3 mm, 4.5 mm, and 6 mm.

Compatible with:

GF4.5 Fiberglass rod

With its high yield, just one drop of adhesive is enough to bond an area of 3 Profi-Set or Standard-Set
tfo 5 cm?. The adhesive dries in just 10 minutes and offers a quick, easy soluti- Length 30 - 80 m Cliek here
on for repairs to glass fiber rods. Productinformation
Further safety information can be found in the safety data sheet. GFé Fiberglass rod

Profi-Set or Standard-Set
Scope of supply: 1 x Special glue 3 g Length 40 - 80 m

Click here
REPAIRINSTRUCTION COUPLING JOINT AND ENDING JOINT Productinformation
W/, RV GF3 Fiberglass rod @ 3 mm
£3 % = with or without meter counter
." 20 - 50 m - Item no. 10192 - 10195

20-50m - ltem no. 10196 - 10198
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Fiberglass @ 3mm | 45mm | 6 mm Fiberglass @ 3mm | 4.5mm | 6 mm
A 7mm 10mm 16 mm B 10mm 15mm 30 mm
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https://www.runpotec.com/en/products/detail/special-glue
https://www.runpotec.com/en/products/detail/GF4-5-fiberglass-rod-profi-set
https://www.runpotec.com/en/products/detail/GF6-fiberglass-rod-profi-set
https://www.runpotec.com/de/produkte/detail/gf3-glasfaserstab


